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Residential Gardening
Our wide range of DIY (Do It Yourself) user-friendly, DC battery operated and AC electric 
operated controllers are ideal for the home gardener interested in perfecting a personal 
green thumb.
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Outstanding design, user-friendly tap timer controller. Ideal for home gardening, roof gardens, flower 
planters, herb gardens and seasonal flowers. Available in digital and easy version both with LCD display.

S/N Product

GAL1S6112P0 11000L 11000 3/4" BSP » digital programming

GAL2S6112P0 11000L 11000 3/4" BSP » digital programming + rain sensor connector

GAL3S6112P0 11000EZ 11000EZ 3/4" » EZ programming

GAL4S6112P0 11000EZS 11000EZS 3/4" » EZ programming sensor + rain sensor connector 

11000

Model 11000L, 11000EZ

Controller body ABS

Seals EPDM

Standard CE

Battery 9V

Maximum flow 1200 Liter/Hour / 5.5 GPM

Working pressure 1-8 bar / 15-115 PSI

Thread NH or BSP ¾"

Swivel connector POM 30% Fiberglass

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

11000 9.5x20.5x9.5 42x26x18 12 960 80 120X100X190 9600 18200 0.35 4.85

11000L 11000EZ
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Beautifully designed tap timer controller. Ideal for roof gardens, flower planters, herb gardens and seasonal 
flowers. Available in digital and easy version. Model 9001 /9001EZ

Controller body ABS

Seals EPDM

Standard CE

Battery 9V

Maximum flow 1200 Liter/Hour / 5.5 GPM

Working pressure 1-8 bar / 15-115 PSI

Thread NH or BSP

Swivel connector POM

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

9001 Box 10x19x11 51x23x20 10 560 56 120x80x189 5,600 11,200 0.3 3.55 

S/N Product

GAH2S6112PB 9001 9001D 3/4" BSP » digital programming days of the week selection Box

GAH4S6112P0 9001 9001D-C 3/4" BSP » 
digital programming days interval (cycle) or days
 of the week selection

GAH2S6112S5 9001 9001D-C 3/4" BSP » 
digital programming days interval (cycle) or days
of the week selection + sensor connector

GAH3S6112PB 9001EZ 9001EZ 3/4" BSP » Easy programming with interval and duration dials Box

9001 9001EZ

9001 

Model 11000L, 11000EZ

Controller body ABS

Seals EPDM

Standard CE

Battery 9V

Maximum flow 1200 Liter/Hour / 5.5 GPM

Working pressure 1-8 bar / 15-115 PSI

Thread NH or BSP ¾"

Swivel connector POM 30% Fiberglass
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The 7001 and 7003, a series of battery operated programmable weatherproof controller with built-in 
latching solenoid and inline valve. The 7101 and 7103 introduces our new and advanced completely 
waterproof controller designed especially for underground installation in valve boxes.

Model 7001, 7101, 7003, 7103

Controller body ABS

Seals EPDM

Standard CE

Battery 9V

Working pressure 0.5-8 bar / 7-115 PSI

Thread NPT/BSP: ¾", 1", 1.5", 2"

S/N Product

GAR2S1102P0 7001 7001D » with solenoid only 

GAR2S1112P0 7001 7001D » with 3/4" inline valve BSP 

GAR2S1122P0 7001 7001D » with 1" inline valve BSP

GAR2S1112S5 7001 7001D » with 3/4" inline valve BSP + rain sensor connector

GAR2S1122S5 7001 7001D » with 1" inline valve BSP + rain sensor connector

GAR2S1132P0 7001 7001D » with 1.5" inline valve + universal adaptor

GAR2S1142P0 7001 7001D » with 2" inline valve + universal adaptor

GAR6S1102P0 7101 7101D » with solenoid only

GAR6S2112P0 7101 7101D » with 3/4" inline valve BSP  

GAR6S2122P0 7101 7101D » with 1" inline valve BSP

7001 1.5 inch7001 7101 with solenoid 7001 controler+solenoid

7000
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Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

7001 /7101 10x21.5x11 51x23x20 10 560 56 120x80x162 5,600 12,320 0.55 6.2

7003 kit/7103 kit 8.5x28.5x22 24x27x37 6 180 30 120x80x197 1,800 3,600 1.3 8.2

7003+1 valve 7003 3 valves kit 7103+1 valve 7103 3 valves kit

S/N Product

GAR4SG512P0 7003 7003D » 3 station with 3/4" inline valve BSP

GAR4SG522P0 7003 7003D » 3 station with 1" inline valve BSP

GAR4SG512PK 7003 7003D » 3 station controller with 3 3/4" valves

GAR4SG522PK 7003 7003D » 3 station controller with 3 1" valves

GAR7S2112P0 7103 7103D » 3 station with 3/4" inline valve BSP

GAR7S2122P0 7103 7103D » 3 station with 1" inline valve BSP

GAR7S2112PK 7103 7103D » 3 station controller with 3  3/4" valves

GAR7S2122PK 7103 7103D » 3 station controller with 3 1" valves
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DC-6100 series (IP68)

S/N Product

GAJ1S2002P0 61012 DC-1 station » with 2 wire latching solenoid 

GAJ1SH512P0 61012 DC-1 station » with 2 wire 3/4" valve

GAJ1SH522P0 61012 DC-1 station » with 2 wire 1" valve

GAJ1SH532P0 61012 DC-1 station » with 2 wire 1.5" valve

GAJ1SH542P0 61012 DC-1 station » with 2 wire 2" valve

GAJ1SH552P0 61012 DC-1 station » with 2 wire 3" valve

GAJESH002P0 61022 DC-2 station » 2 wire controller only

GAJ4S0002P0 61042 DC-4 station » 2 wire controller only

NOTE » *See pages 30-31

DC-1 with 3/4" 

The Galcon 6100 irrigation controller offers reliable battery operated control for 1, 2, 4 & 6* irrigation 
zones (valves) + one master valve without the need for an electrical connection. The 6100 irrigation 
controller was designed for isolated sites that have no electrical power supply. The 6100 is simple to 
program and offers a reliable solution. Easy to install the 6100 DC mounts to a valve’s solenoid with the 
universal mounting bracket or to a wall surface with the wall mounted plate.
Great care was taken with the construction and waterproof features of the 6100 to ensure that the unit 
can handle the harshest of environments, including installation inside of a valve box. A single 9V battery 
will provide power throughout the season.
In addition to outstanding durability, the 6100 features individual valve programming and includes an 
easy-to-program LCD screen, weekly or daily programming, 4 start times per day or irrigation by cycles.  
Water savings can be achieved by connecting a Rain Sensor (NO) to the included sensor connection wire.
Scheduling flexibility and rugged reliability make the 61022 DC 2 a powerful irrigation controller with the 
flexibility of battery power.

2 wire

DC-1 with 3"

DC-1 with solenoid DC-1 with 1.5"
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Model
DC1-6100, DC2-6102,
DC4-6104, DC6-6106

Controller body ABS

Seals EPDM

Standard CE

Battery 1 * 9V/2 * 9V

Actuator Solenoid 3 wire Solenoid 2 wire

Flow rate Kv

Working pressure 1-8 bar / 15-115 PSI

Thread NPT/BSP ¾"-1"

S/N Product

GAJ7S2002P0 61013 DC-1 station » with 3 wire Latching solenoid

GAJ7SG512P0 61013 DC-1 station » with 3 wire 3/4" valve 

GAJ7SG522P0 61013 DC-1 station » with 3 wire 1" valve

GAJ7SG532P0 61013 DC-1 station » with 3 wire 1.5" valve

GAJ7SG542P0 61013 DC-1 station » with 3 wire 2" valve

GAJ7SG552P0 61013 DC-1 station » with 3 wire 3" valve

GAJ8S0002P0 61043 DC-4 station » 3 wire controller only

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

DC1 - Controller only 13x16.5x9.5 57x27x14 10 600 60 120x80x162 6,000 12,000 0.45 5.75

DC-1 - 3/4 "-1"  Valve 13x25x9.5 41x24x34 10 500 50 120x100x162 5,000 10,000 0.75 7.65

DC4 13x16.5x9.5 51x27x14 10 600 60 120x80x162 6,000 12,000 0.45 5.15

DC-1 DC-1 with 3/4" DC-4

3 wire
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Model
AC-4 Controller: 8004-4 station
AC-6 Controller: 8006-6 station

Input
220VAC 50Hz
(110VAC 60Hz available on request)

Output 24VAC 830mA

Controller body ABS

Standard CE

Back up battery 9V Alkaline

S/N Product

GAE1S0002U1 8004 AC-4 station controller »

GAE2S0002U1 8006 AC-6 station controller »

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

AC4/AC6 24.5x8.5x18.5 54x49x29 10 320 32 120x100x162 3,200 6,400 1 10.7

AC- 4/6

The Galcon 8000 is an entry level residential indoor irrigation controller designed to operate 4 or 6 irrigation 
control valves + master valve/pump start. 
In addition to outstanding durability, the 8000 features a large easy-to-program LCD screen and four 
buttons for programming. This controller offers the ultimate flexibility in scheduling by offering independent 
programming of each valve and the ability to operate two valves simultaneously.
Programming can be set by day of the week (daily/weekly) or in cycles (Cyclic) and with irrigation duration 
as short as 1 minute to as long as 12 hours. Up to 4 start times per valve may be used when daily/
weekly programming is used or a cycle as short as every day to as long as every 30 days may be used 
when cyclical programming is used.
The available sensor input can be used with a rain sensor, soil moisture sensor, etc. to conserve water.  
The sensor input is assigned to individual valves providing you with the flexibility of preventing irrigation 
in areas that are exposed to rain (lawn) and allowing irrigation to areas that are not exposed to rain 
(covered patio).
Monthly water budgeting can be used to adjust irrigation from 10% - 190%.  
Rain delay of up to 30 days and auto re-start.
Automatic, semi-automatic and manual mode for each valve or all of the vales simultaneously while 
automatic short circuit detection isolates the shorted valve, provides a visible “alarm” on the LCD and 
continues irrigation for the rest of the valves.

AC 8000 series

Galcon Russia   www.galcon.ru   +7 495 795 95 98   mail@galcon.ru

Galcon Russia   www.galcon.ru   +7 495 795 95 98   mail@galcon.ru



Residential Gardening 15

S/N Product

GAEDS2U0204 8114 AC-GQ 4 station Universal » Universal

GAEDS2U0206 8116 AC-GQ 6 station Universal » Universal

GAEDS2U0208 8118 AC-GQ 8 station Universal » Universal

GAEDS200204 8104 AC-GQ 4 station controller »

GAEDS200206 8106 AC-GQ 6 station controller »

GAEDS200208 8108 AC-GQ 8 station controller »

AC-GQ 8100

Model
AC-GQ Indoor:
8104 , 8106 ,8108

Input
220VAC 50Hz (110VAC 60Hz 
available on request).

Output
24VAC  0.5A standart
             0.83A universal

Controller body ABS

Standard	 CE

Back up battery 9V

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

AC GQ indoor 25.5x6x20 54x27x37 10 400 40 120x80x197 4,000 8,000 0.95 11.45

AC-GQ 4/6/8

The Galcon 8100 AC GQ is an Indoor irrigation and low voltage lighting controller. This controller is 
designed to operate 4, 6 & 8 irrigation controller or 1 irrigation controller and 1 low voltage lighting zone.
The 8100 AC GQ offers 3 (A, B and C) weekly or cyclic programs for irrigation and 1 (X) program for low 
voltage lighting. Flexible programming options include Daily, Odd, Even or Cyclic.
In Daily program, the day/s of the week can be selected with up to 4 start time for each daily program.  
In Odd program, the controller will only operate irrigation on Odd days while in the Even program, the 
controller will only operate irrigation on Even days of the week. Irrigation duration can be set from 1 
minute to 4 hours and seasonal adjustment from as little as 10% up to 190% of duration is easily set.  
In Cyclic programs, irrigation duration can be set from 1 minute to 4 hours every 1 day and up to every 
31 days.
Rain delay function allows for a programmable “rain off” period up to 240 days. Sensor input can be 
used with a rain, temperature, wind, soil and other sensors.
Irrigation zone test can be used for quick system checks.
The 8100 AC GQ also has an independent program for low voltage lighting, pond pump or similar low 
voltage application. This program is completely independent of irrigation and will operate even if the 
controller is set to a rain delay or irrigation programming is erased. A separate relay is required to operate 
the low voltage equipment and it is not included.

Model
AC-4 Controller: 8004-4 station
AC-6 Controller: 8006-6 station

Input
220VAC 50Hz
(110VAC 60Hz available on request)

Output 24VAC 830mA

Controller body ABS

Standard CE

Back up battery 9V Alkaline
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1602 Solenoid
The Galcon S1600 DC latching solenoid for battery operated controllers can be used to operate Galcon’s 
3650 series, 2-way irrigation control valves (other valves may require an adaptor).  

Electrical specifications:

§§ Two-way magnetic latching, normally closed, bi-directional pulse

Coil operating data:

§§ Coil resistance 3.0Ω, minimum pulse 20-100 mS duration at 6-18 volts

§§ Leads: 31" (80 cm) red/black

Specifications:

§§ Weight without adaptor and handle: 137 g (4.5 oz)

§§ Total weight: 146 g (5.15 oz)

§§ Solenoid thread: 3/4-20

§§ Operating pressure: 7-10 BAR (10-140 PSI)

§§ Control orifice: 1.65 mm (0.65")

§§ Temperature range: 5°C to 70°C (41°F to 158°F)

Materials:

§§ Housing: plastic - reinforced nylon

§§ Inside housing: stainless steel

§§ Plunger rubber cap: EPDM

§§ Seals: EPDM

§§ O-ring: Buna-N

Dimensions:

§§ Diameter: 3 cm (max) (1.18")

§§ Overall length: 5 cm (2.330") without adaptor, 6 cm (2.375") with adaptor

Solenoid S1600 line

S/N Product

GASLSH002B2 S1602 DC latching solenoid actuator » 2 way, 2 wire 80cm cable

GASLSG002B3 S1603 DC latching solenoid actuator » 2 way, 3 wire 80cm cable

DC solenoid 3 wireDC solenoid 2 wire
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Remember that children,
marriages, and f lower gardens
reflect the kind of care they get.
H. Jackson Brown, Jr.
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The Galcon 3650 irrigation control valve is equipped with Galcon’s S1600 DC latching solenoid. Designed 
to operate with Galcon’s battery operated irrigation controllers, the 3650 irrigation control valves offer 
simple, reliable and economical irrigation control.
The 3650 Irrigation control valve features a globe-pattern valve that is activated by a fully-supported 
diaphragm. Constructed of durable, corrosion free materials the valve will deliver long service life. Unique 
clog-free labyrinth inlet promotes consistent activation and water delivery.
A wide range of flow rates, will fit most applications from drip to overhead spray.

Electric valve DC latching

S/N Product

GAV2SH512P0 3652 3/4"+S1602 » 2 wire 80cm cable 

GAV2SH522P0 3652 1"+S1602 » 2 wire 80cm cable  

S/N Product

GAV2SH532P0 3652 1.5"+S1602 » 2 wire 80cm cable

GAV2SH542P0 3652 2"+S1602 » 2 wire 80cm cable 

GAV2SH552P0 3652 3"+S1602 » 2 wire 80cm cable   

DC valve 2 wire 1.5" DC valve 2 wire 3"DC valve 2 wire 1"

20 mm, 3/4" 25 mm 1"

Max. Flow
m³/hr 6 10

gpm 26 44

Pressure range
bar 0.5-10

psi 7-145

Max. Water Temp.
ºC 60

ºF  140

Max. Ambient Temp.
ºC 52

ºF  125

Operation data

Operation data

40 mm, 1.5" 50 mm 2"

Max. Flow
m³/hr 25 40

gpm 110 176

Pressure range
bar 0.5-10

psi 7-145

Max. Water Temp.
ºC 60

ºF  140

Max. Ambient Temp.
ºC 52

ºF  125

2 wire
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S/N Product

GAV2SG512P0 3653 3/4"+S1603 » 3 wire 80cm cable

GAV2SG522P0 3653 1"+S1603 » 3 wire 80cm cable

Plastic irrigation valve with 3 wire latching DC solenoid.
Also available in manual flow control valve.

S/N Product

GAV2SG532P0 3653 1.5"+S1603 » 3 wire 80cm cable

GAV2SG542P0 3653 2"+S1603 » 3 wire 80cm cable

GAV2SG552P0 3653 3"+S1603 » 3 wire 80cm cable 

DC valve 3 wire 1"

3 wire
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Electric valve 24VAC

S/N Product

GABRS4812Q9 5024 3/4" Without flow control » 

GABRS4822Q9 5024 1" Without flow control »

GABRS4832Q9 5024 1.5" Without flow control »

GABRS4842Q9 5024 2" Without flow control »

GABRS4852P0 5024 3" Without flow control »

GABRS4812P0 5024 3/4" With flow control »

GABRS4822P0 5024 1" With flow control » 

GABRS4832P0 5024 1.5" With flow control » 

GABRS4842P0 5024 2" With flow control »

AC valve 1.5" with flow controlAC valve 1" with flow controlAC valve 1"

The Galcon 5020 irrigation control valve is equipped with Galcon’s 24VAC solenoid. Designed to operate 
with Galcon’s electric (AC) irrigation controllers, the 5020 irrigation control valves offer simple, reliable 
and economical irrigation control.
The 5020 irrigation control valve features a globe-pattern valve that is activated by a fully-supported 
diaphragm. Constructed of durable, corrosion free materials the valve will deliver long service life.
Unique clog-free labyrinth inlet promotes consistent activation and water delivery.
A wide range of flow rates, will fit most applications from drip to overhead spray. 

20 mm, 3/4" 25 mm 1"

Max. Flow
m³/hr 6 10

gpm 26 44

Pressure range
bar 0.5-10

psi 7-145

Max. Water Temp.
ºC 60

ºF  140

Max. Ambient Temp.
ºC 52

ºF  125

Operation data

DC Models

40 mm, 1.5" 50 mm 2"

Max. Flow
m³/hr 25 40

gpm 176 44

Pressure range
bar 0.5-10

psi 7-145

Max. Water Temp.
ºC 60

ºF  140

Max. Ambient Temp.
ºC 52

ºF  125
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Accessories

S/N

GAY1S0002P0 Alternator valve » 

GAT1S0002P0 Transformer 220VAC/24VAC »

GAT2S0002P0 Transformer 110VAC/24VAC »  

GAKTS0A2005 Maintenance kit for 2W models (black) »

GASN00SN021 Temperature sensor - 5/15 »

GAT7S0002P0 Transformer 230-24V 830-GQ indoor standard »

GAT8S0002P0 Transformer 230-24V 500-GQ universal »

GABX30102P0 Protection box for 6101 series 3/4”-1” »

GABX00402P0 Protection Box for New DC 1 1/2"-2" » 

GABX00111P0 Protection box for AC4/12-DC1/12 » 

GD0905 Waterproof connector 3 wire »

transformer Protection box for AC-24-DC-12Protection box largeAlternator valve
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Turf & Landscape
 We offer an extensive array of specialized AC electric and DC battery operated‏
controllers including wireless irrigation controllers and smart, web based controllers, 
designed for professionals.
The G.S.I (Galcon Smart Irrigation) irrigation controller is a central control, wed based 
system for irrigation and water budgeting for public landscapes. It continues the legacy of 
Galcon irrigation products that are famous for their simplicity, efficiency and reliability at a 
reasonable cost.
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A new line of web based irrigation control products, that deliver a simple and easy to use online “cloud” 
based irrigation management application, available anywhere and anytime. Two-way cellular communication 
with advanced flow management and alarm notifications delivered to the Web Application Mobile App 
and Email. Over the air (OTA) firmware updated ensures automatic upgrades. G.S.I also brings affordable 
battery powered web based control to the irrigation market.

G.S.I - Galcon Smart Irrigation 

Hardware GSI DC controller

Battery operated S/N

PGI3N00L2 GSI12 DC

Rechargeable battery with solar panel S/N

PGI4SN00L2  GSI 12 DC-RB

Hardware GSI AC controller

S/N

PGI2N00L2  GSI24 220VAC

PGI1N00L2  GSI24 110VAC

GSI 110VAC GSI closedGSI DC rechargeable with solar panelGSI DC battery operated
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User interface
Internet application,
Smartphone App (Android, IPhone)

Cellular 
Communication

GPRS, 3G, CDMA

Power Options
220VAC, 110VAC, DC - Lithium 
Batteries, DC - Rechargeable 
Batteries with solar panel  

Stations
Up to 24 for AC models,
12 for DC models

Inputs
Water meter, Rain switch,
fertilizer meter

Operation

•	 Dynamic online user interface
•	 8 irrigation programs

(time or quantity based) 
•	 Fertilizer 
•	 Full scale dynamic flow 

monitoring and alerts
•	 Detailed irrigation logs and 

water consumption reports

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

GSI 28.5x11.5x26.5 56x37x29 6 120 20 120x100x162 1200 2280 3 18
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The Galcon 8200 AC GQ is an outdoor irrigation and low voltage lighting controller. This controller is 
designed to operate 4, 6 & 8 irrigation controller or 1 irrigation controller and 1 low voltage lighting zone.
The 8200 AC GQ offers 3 (A, B and C) weekly or cyclic programs for irrigation and 1 (X) program for low 
voltage lighting .Flexible programming options include Daily, Odd, Even or Cyclic.
In Daily program, the day/s of the week can be selected with up to 4 start time for each daily program.  
In Odd program, the controller will only operate irrigation on Odd days while in the Even program, the 
controller will only operate irrigation on Even days of the week. Irrigation duration can be set from 1 
minute to 4 hours and seasonal adjustment from as little as 10% up to 190% of duration is easily set.  
In Cyclic programs, irrigation duration can be set from 1 minute to 4 hours every 1 day and up to every 
31 days.
Rain Delay function allows for a programmable “rain off” period up to 240 days .Sensor input can be 
used with a rain, temperature, wind, soil and other sensors.
Irrigation zone test can be used for quick system checks.
The 8200 AC GQ also has an independent program for low voltage lighting, pond pump or similar low 
voltage application. This program is completely independent of irrigation and will operate even if the 
controller is set to a rain delay or irrigation programming is erased. A separate relay is required to operate 
the low voltage equipment and it is not included.

AC-GQ 8200 Outdoor

S/N Product

GAEDS2S4204 8214 AC-GQ 4 station controller » Outdoor  

GAEDS2S4206 8216 AC-GQ 6 station controller » Outdoor

GAEDS2S4208 8218 AC-GQ 8 station controller » Outdoor

Model
AC-GQ Outdoor:
8214, 8216, 8218

Input
220VAC 50Hz (110VAC 60Hz 
available on request).

Output 24VAC 0.83A

Controller body ABS

Standard CE

Back up battery 9V

Operating valves 24VAC

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

AC GQ Outdoor 26.5x22x7.5 54x27x37 8 320 40 120x80x162 3,200 6,400 1.6 10

AC-GQ outdoor 4/6/8
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   All the f lowers
of tomorrow
are in the seeds
that we sow today.
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The Galcon 61500 DCS irrigation controller can be used for both propagation & irrigation. The unit offers 
reliable battery operation of 1, 4 & 6 irrigation zones without the need for an electrical connection.  
The 61500 DCS was designed for isolated sites that have no electrical power supply. The 61500 DCS 
is simple to program and offers a reliable solution. Easy to install the 61500 DCS mounts to a valve’s 
solenoid with the universal mounting bracket or to a wall surface with the wall mounted plate.
Galcon took great care with the construction and waterproof features of the 61500 DCS to ensure that 
the unit can handle the harshest of environments, including installation inside of a valve box. A single 9V 
battery will provide power throughout the season.
In addition to outstanding durability, the 61500 DCS features easy-to-program LCD screen.  
Need to irrigate in seconds? With the 61500 DCS the irrigation duration can be as short as twelve 
seconds with a cycle that starts every minute or as long as every 30 days. With the programmable 
irrigation window, you limit irrigation to the desirable time of day. Need to irrigate in minutes or hours?  
The 61500 DCS can be programmed for weekly or daily irrigation and 4 start times per day. In addition, 
water savings can be achieved by connecting a Rain Sensor (NO) to the included sensor connection wire.
Scheduling flexibility and rugged reliability make the 61500 DCS a powerful irrigation controller with the 
flexibility of battery power.

The DC 61500 “S” series

S/N Product

GAJBSH002P0 61512 DC-1S 1 station » with S1602 2 wire latching actuator solenoid

GAJBSH512P0 61512 DC-1S 1 station » with 2 wire 3/4" valve

GAJBSH522P0 61512 DC-1S 1 station » with 2 wire 1" valve

GAJBSH532P0 61512 DC-1S 1 station » with 2 wire 1.5" valve  

GAJBSH542P0 61512 DC-1S 1 station » with 2 wire 2" valve

GAJBSH552P0 61512 DC-1S 1 station » with 2 wire 3" valve

GAJASHD62P0 61512 DC-1S 1 station » with CV600 hydraulic 3 way solenoid 2 wire  

GAJCSH002P0 61542 DC-4S 4 station » controller only - 2 wire  

GAJFSI002P0 61562 DC-6S 6 station » controller only - 2 wire 18V  

DC-1S 3/4"

DC-1S + 1.5 valve

2 wire
DC-4S/6S
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S/N Product

GAJASG002P0 61513 DC-1S 1 station » with S1603 3 wire latching actuator solenoid 

GAJASG512P0 61513 DC-1S 1 station » with 3 wire 3/4" valve

GAJASG522P0 61513 DC-1S 1 station » with 3 wire 1" valve

GAJASG532P0 61513 DC-1S 1 station » with 3 wire 1.5" valve

GAJASG542P0 61513 DC-1S 1 station » with 3 wire 2" valve

GAJASG552P0 61513 DC-1S 1 station » with 3 wire 3" valve

GAJDSG002P0 61543 DC-4S 4 station » controller only - 3 wire

GAJ9S0002P0 61563 DC-6S 6 station » controller only - 3 wire

Model

61513S 2 wire:
DC-1S, DC-4S, DC-6S 
61513S 3 wire:
DC-1S, DC-4S, DC-6S

Controller body ABS

Standard CE

Battery 1 * 9V/2 * 9V 

Operated Valve
Solenoid 2 wire
Solenoid 3 wire

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

DC1S- 3/4"-1" Valve 13x25x9.5 41x24x34 10 500 50 120x100x162 5,000 10,000 0.75 7.65

DC4S 13x16.5x9.5 51x27x14 10 600 60 120x80x162 6,000 12,000 0.45 5.15

DC6S 13x16.5x9.5 51x27x14 10 600 60 120x80x162 6,000 12,000 0.55 5.55

DC-6SDC-1S with CV600DC-1S with solenoid

3 wire
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S/N Product

GAD6S0002S4 62562 DC-6S » in outdoor casing 2 wire  

GAD7S0002S4 62592 DC-9S » in outdoor casing 2 wire  

GAD8S0002S4 625122 DC-12S » in outdoor casing 2 wire  

GAD9S0002S4 625112F DC-11SF » in outdoor casing 2 wire  

6000 “S” series in outdoor casing

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

DC6-DC12 23x30x12.5 40x31x25 3 189 63 120x100x162 1,890 3,780 1.6 5.1

The Galcon 6000 DCS irrigation controller can be used for both propagation & irrigation. The unit offers 
reliable battery operation of 6, 9 & 12 irrigation zones without the need for an electrical connection.  
The 6000 DCS was designed for isolated sites that have no electrical power supply. The 6000 DCS is 
simple to program and offers a reliable solution. Easy to install the 6000 DCS can be mounted indoor 
or outdoor and requires only 9V alkaline batteries for operation.
In addition to outstanding durability, the 6000 DCS features easy-to-program LCD screen.  
Need to irrigate in seconds? With the 6000 DCS the irrigation duration can be as short as twelve seconds 
with a cycle that starts every minute or as long as every 30 days. With the programmable irrigation window, 
you limit irrigation to the desirable time of day. Need to irrigate in minutes or hours? The 6000 DCS can 
be programmed for weekly or daily irrigation and 4 start times per day. In addition, water savings can be 
achieved by connecting a Rain Sensor (NO) to the included sensor connection wire.
Scheduling flexibility and rugged reliability make the 6000 DCS a powerful irrigation controller with the 
flexibility of battery power.

2 wire
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Model

DC-6S 6056 - 6 stations
DC-9S 6059 - 9 stations
DC-12S 60512 - 12 stations
DC11S-F 625112F -
11 station and programmable 
fertilization valve by percent of the 
station irrigation duration

Controller body ABS

Standard CE

Battery 2 * 9V 4 * 9V

Actuator
Solenoid 3 wire
Solenoid 2 wire

DC-6S/9S/12S 2 wire/3 wire DC-11F fertigation 2 wire

S/N Product

GAD1S0002S4 60563 DC-6S » in outdoor casing 3 wire  

GAD2S0002S4 60593 DC-9S » in outdoor casing 3 wire  

GAD3S0002S4 605123 DC-12S » in outdoor casing 3 wire  

3 wire

Galcon Russia   www.galcon.ru   +7 495 795 95 98   mail@galcon.ru

Galcon Russia   www.galcon.ru   +7 495 795 95 98   mail@galcon.ru



34

The Galcon 8000S AC is an indoor irrigation and propagation controller designed to operate 4, 6, 9 & 
12 irrigation control valve + master valve/pump start. In addition to outstanding durability, the 8000S AC 
features a large easy-to-program LCD screen and four buttons for programming. This controller offers 
the ultimate flexibility in scheduling by offering independent programming of each valve and the ability 
to operate two valves simultaneously.
Programming can be set by day of the week (daily/weekly) with irrigation duration as short as 1 minute 
to as long as 12 hours and up to 4 start times per valve may be used. Or, in cyclical mode, irrigation 
duration as short as 1 second to as long as 12 hours with a cycle as short as every 1 minute to as long 
as every 30 days. In addition, the programmable watering window will limit watering to desired hours 
of operation.
The available sensor input can be used with a rain sensor, soil moisture sensor, etc. to conserve water. 
The sensor input is assigned to individual valves providing you with the flexibility of preventing irrigation in 
areas that are exposed to rain (lawn) and allowing irrigation to areas that are not exposed to rain (covered 
patio). Monthly water budgeting can be used to adjust irrigation from 10% - 190%.  
Rain Delay of up to 30 days and auto re-start.
Automatic, semi-automatic and manual mode for each valve or all of the vales simultaneously while 
automatic short circuit detection isolates the shorted valve, provides a visible “alarm” on the LCD and 
continues irrigation for the rest of the valves.

AC 8000 “S” series (4 to 12 stations)

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

AC9/AC12 23x30x12.5 40x31x25 3 189 63 120x100x162 1,890 3,780 2.05 6.7
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Model

AC-4S 8004S - 4 stations
AC-6S 8056S - 6 stations
AC-9S 8059S - 9 stations
AC-12S 80512S - 12 stations

Input
220VAC 50Hz
(110VAC 60Hz available on request)

Output 24VAC 0.83A

Standard CE

Back up battery 9V

Operated Valve 24VAC

S/N Product

GAEBS0002U1 8004S AC-4S indoor » 

GAEBS0002S4 8004S AC-4S in outdoor casing » 

GAE5S0002U1 8056S AC-6S indoor » 

GAE5S000S4 8056S AC-6S in outdoor casing »

GAE3S0002S4 8059S AC-9S in outdoor casing » 

GAE4S0002S4 80512S AC-12S in outdoor casing » 

AC- 4S/6S indoor AC- 4S/6S/9S outdoor
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To plant
a garden
is to
believe in
tomorrow.
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AC-24

Model AC-24 880024 - 24 stations

Module 4 output

Input
220VAC 50Hz
(110VAC 60Hz available on request)

Output 24VAC 0.83A

Standard CE

Battery (backup) 9V

Item Package 
Dimensions in cm

Master Box 
Dimensions

Master Case 
Quantity Pallet Quantity Master Cases

per Pallet 
Measurement

of  Pallets in cm
Total units

per20´ container 
Total units

per40´ container Per unit KG Master box KG

AC24 23x30x12.5 40x31x25 3 189 63 120x100x162 1890 3,780 2.05 6.7

AC-24

The Galcon 800248 AC 24-8 is an indoor or outdoor irrigation, fertigation and low voltage lighting 
controller. Shipped with 8 stations on board, this controller can be expanded up to 24 stations in the 
future with the use of the optional 4 station expansion modules (GAEC14203P0). 
The 800248 AC 24-8 brings programming flexibility to a new level by offering the option to operate 
each station independently or (if preferred) to operate groups of valves in 3 (A, B and C) weekly or cyclic 
programs. In addition to irrigation, this controller features special programs for fertilizer injection as well 
as low voltage lighting, pond or other applications.
In weekly programs, days of the week can be selected with up to 4 start time for each daily program.  
Irrigation duration can be set from 1 minute to 9 hours and seasonal adjustment from as little as 10% 
up to 190% of duration is easily set. 
In cyclic programs, irrigation duration can be set from 1 minute to 9 hours every 1 day and up to every 
30 days.
In addition to irrigation programming, an independent fertilization valve programming can be assigned 
to individual valves by a percentage of run time. This means, that if irrigation on Valve 1 is set for 60 
minutes and fertilizer is set for 50% of the fertilizer valve will start after 15 minutes of irrigation and will 
stop after 45 minutes of irrigation.
Rain delay function allows for a programmable “rain off” period up to 240 days.
The 800248 AC 24-8 also has an independent program for low voltage lighting, pond pump or similar 
low voltage application. This program is completely independent of irrigation and will operate even if 
the controller is set to a rain delay or irrigation programming is erased. A separate relay is required to 
operate the low voltage equipment and it is not included.
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AC 24-8 Module

 Module for 4 extra valve

S/N Product

GAECS900208 800248 AC-24 station modular controller » 8-24 station

GAEC14203P0 800248 Module for extra » Expention of 4 station

Galcon four station expansion module for Galcon 800248 AC-24 modular irrigation controller, this product 
is used with our 800248 AC 24-8 irrigation controller (GAECS900208).
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Agriculture
 Our new, state-of-the-art Fertigation/Irrigation systems and Controller series is designed‏
for wide variety of agricultural uses: in open fields, greenhouses and climate control. 
From the simplest to the most complex application, we have the answers. 
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A new line of web based irrigation control products, that deliver a simple and easy to use online “cloud” 
based irrigation management application, available anywhere and anytime. Two-way cellular communication 
with advanced flow management and alarm notification delivered to the Web Application Mobile App 
and Email. GSI AG featured quantity based proportional fertilizing. Over the air (OTA) firmware updated 
ensures automatic upgrades. G.S.I also brings affordable battery powered web based control to the 
irrigation market.

G.S.I AG - Galcon Smart Irrigation 

Hardware GSI DC controller

S/N

PGI4G00L2 GSI-AG12DC-RB 

PGI4G00L2G GSI-AG12DC-RB modem 3G

PGI4G00L2S GSI-AG12DC-RB with solar panel

PGI4G00L2GS GSI-AG12DC-RB modem 3G+solar panel

PGI3G00L2 GSI-AG12DC

PGI3G00L2G GSI-AG12DC modem 3G

PGI4SN00L2  GSI 12 DC-RB

Hardware GSI AG DC controller

Battery operated S/N

PGI3G00L2 GSI-AG12DC

Rechargeable battery S/N

PGI4G00L2 GSI-AG12DC-RB

Rechargeable battery with solar panal S/N

PGI4G00L2S GSI-AG12DC-RB with solar panel
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GSI AG-RB with solar cellGSI AG closed

User interface
Internet application,
Smartphone App (Android, IPhone)

Cellular 
Communication

GPRS, 3G, CDMA

Power Options
220VAC, 110VAC, DC - Lithium 
Batteries, DC - Rechargeable 
Batteries with solar panel   

Stations
Up to 24 for AC models,
12 for DC models

Inputs
Water meter, Rain switch,
fertilizer meter

Operation

§§ Dynamic online user interface
§§ 8 irrigation programs (time or 

quantity based) 
§§ Ferti l izer: Quantity based 

proportional fertilization
§§ Full scale dynamic flow monitoring 

and alerts
§§ Detailed irrigation logs and water 

consumption reports

Hardware GSI  AG AC controller

PGI1G00L2 GSI-AG24 110VAC

PGI2G00L2 GSI-AG24 220VAC

PGI6G00L2 GSI-AG24 240VAC
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The Galcon GalPro was specifically designed for small agricultural installation that requires an advanced 
irrigation controller that also offers fertilizer and Filter Flush control. The GalPro is available in 4 or 8 
irrigation valve configurations and can be installed in a variety of sites with the flexible power options 
that include AC, DC and Solar.
GalPro was designed with the user in mind and can be easily programmed and operated with the use 
of the sleek selector dial, 7 touch keys and large LCD display. The Galpro AC is available in either 110 
or 220 VAC configuration while the GalPro DC only requires 4 standard 1.5V “D” type batteries. The 
available solar panel is easy to install and provide a reliable green alternative.

GalPro is available in AC and DC models
AC 110/220VAC
DC 6VDC (4X1.5V D TYPE) or 12VDC 
AC and DC are available in 4 or 8 valves

GalPro controllers
S/N Product

AMPR0G04 DC 4 6/12VDC

AMPR0G08 DC 8 6/12VDC

AMPR3G04 AC 4 110VAC

AMPR1G04 AC 4 220VAC

AMPR3G08 AC 8 110VAC

AMPR1G08 AC 8 220VAC

GalPro

Fixed outputs

4 or 8 irrigation valves
1 master valve
1 or 2 fertilizer pump output and 1 
filter or 7 valves
2 filter flushers; by time or ∆p

Voltage output
1 special alarm output; operates a 
12VDC relay up to 150mA

Fixed inputs
4 water meters
1 or 2 fertilizer meter
3 condition inputs

HMI with special 
rotary switch

For easy use

Irrigation
and Fertilizing

§§ Irrigation by time or by volume.
§§ 8 independent sequences 

(programs).
§§ Water budget adjustment by %.
§§ Irrigation scheduling by cycle or 

weekly schedule.
§§ Fertigation by time, proportion 

or volume.
§§ Local activity Log allows the user 

to access history of activity and 
alarms.

§§ Accumulated fertilizer and water 
quantities for each valve.

§§ Master valve delay can be set.
§§ Manual operation of valves, 

sequences and filter flushing is 
possible.

§§ Low battery alarm.

Advanced settings
Program for each valve independently 
or to schedule a series of programs 
that will operate one after the other

Battery voltage
6VDC or 12VDC according to operator 
needs
AC-110/220VAC

Outputs latch electric 
pulses
(12 in total)

16VDC 1.8W and  flexible pulse 
duration 3.0-240 ms
24VAC

Item Package 
Dimensions in cm

Product
weight in KG

Galpro AC 29.6x25.5x18.5 4

Galpro DC 29.6x25.5x18.5 3 GalPro
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Agriculture
is the most 
healthful,
most useful & 
most noble 
employment
of man.
George Washington
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Item Package 
Dimensions in cm

Product
weight in KG

Galstar 52.4x40.5x37 13

Mini Galstar 52.4x40.5x37 13

Galstar 63x53x37 15

The Galcon GalStar was designed for medium sized agricultural installation that will benefit from a modular 
design that enables flexibility when designing a new system and planning for the future. The Galstar is 
so flexible it can actually manage two separate irrigation heads with independent Filter Flush control of 
up to 24 filters per head and precise fertigation to specific EC/pH targets.
GalStar was designed with the user in mind and can be easily programmed and operated with the use 
of large touch key control and super-sized LCD display. The GalStar can also be programmed via a PC; 
Galcon’s advanced Irrigation Control Software.

Programming Features:

§§ Irrigation duration according to time, volume or automatic calculation of volume by area.

§§ Fertilization according to time, volume, proportional and according to EC/pH.

§§ Sequential operation.

§§ Priority operation.

§§ Scheduled operation according to: cycle, day, conditional input or logic.

§§ Alarm Settings: including - excessive flow, low flow, water pulse fault, uncontrolled water, pause device and more.

§§ Flow Rate Limit: automatic mechanism of program ordering to prevent exceeding off low rate limit.

§§ Flow Rate Division: the ability to divide the flow rate accumulation between valves, which are simultaneously irrigating with the 

same water meter or the same fertilizer program. The division is made according to the nominal flow rates set for the valves.

GalStar

Mini GalStar GalStar EX 
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AC power supply 110/220VAC

AC model outputs 24VAC

DC model inputs
12VDC (12 Volts 9 Amp*Hr battery)
Optional connection to solar panel

DC model outputs DC latching

Maximum
Outputs/Inputs:

The GalStar is designed to have a 
maximum of 32 outputs and 24 inputs. 
The inputs can be a combination 
of discrete (digital on/off) inputs or 
analogs.

I/O Cards

8 X 24VAC output card
8 X DC latching output card
8 X Discrete (On/Off) input card
8 X Analog (4-20mA or 0-2V) card

Capacity

2 irrigation heads
3 fertilizer pumps per head
16 water meters per head
4 filters per head
Up to 32 outputs
64 irrigation programs per head
10 fertilizing programs per head

Accumulation

Water, time and fertilizers is 
independently accumulated for each 
valve (even when working with the 
same water meter)

PC Connections

RS232 port for connecting the 
controller to a PC
Remote control operation for:
- Data acquisition
- Graphic presentation
- Controller network operation
- Cellular (GPRS) connection

S/N

AMGS6S01 GalStar 220VAC » 8 AC outputs, 8 inputs, 3 additional I/O card slots

AMGS3S01 GalStar 110VAC » 8 AC outputs, 8 inputs, 3 additional I/O card slots

AMGS6L01 GalStar EX 220VAC » 8 AC outputs, 8 inputs, 5 additional I/O card slots

AMGS3L01 GalStar EX 110VAC » 8 AC outputs, 8 inputs, 5 additional I/O card slots

AMGS7S01 GalStar DC » 8 DC outputs, 8 inputs, 3 additional I/O card slots

AMGS7L01 GalStar EX DC » 8 DC outputs, 8 inputs, 5 additional I/O card slots

S/N

AMGS6S02 Mini GalStar 220VAC » 16 AC outputs, 8 digital inputs

AMGS3S02 Mini GalStar 110VAC » 16 AC outputs, 8 digital inputs

AMGS7S02 Mini GalStar DC » 16 DC outputs, 8 digital inputs

AMC1021

AMC1020

AMC1030

AMC1031

Cards:
8 AC outputs
8 DC latching outputs
8 digital inputs
8 analog inputs

AMC1012

AMC1014

AMC1013

Lightning protection card:
8 AC outputs
8 digital inputs
8 analog inputs
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The Galcon Galileo was designed for a variety of agricultural installation that will benefit from a modular 
design that enables ultimate flexibility of local hard-wire connections, remote hard-wire connections or 
remote wireless connections.  
With the available open field Irrigation version, the Galileo has the potential of controlling 50 master valves, 
200 irrigation control valves, 100 water meters, 40 fertilizer pumps, 8 fertigation centers and more. When 
used with the greenhouse irrigation and climate version, the Galileo has the potential of controlling 100 
irrigation control valves, 8 fertilizer pumps, 5 fertilizer selectors, 10 filters, 20 drainage/sampling outputs, 
40 misting valves and much more.  
Galileo was designed with capability in its core and can be programmed and operated with the use of 
large touch key control and super-sized LCD display, alternatively, the Galileo can also be programmed 
via a PC with Galcon’s advanced irrigation control software package that is designed for either open 
field applications or greenhouse applications that feature climate control.

Remote Terminal Units:
RTUS are used for remote operation of inputs and outputs and available in hard-wired, one way radio 
and two way radio.

Galileo 

S/N

AMGW6S01 Galileo W 24VAC » Small casing, 8 inputs/16 outputs, 3 additional I/O card slots

AMGW6L01 Galileo Wex 24VAC »
Large casing, 8 inputs/16 outputs, 3 additional I/O card slots,
4 protection card slots

AMGW6L05 Galileo Wexx 24VAC »
Large casing, 8 inputs/16 outputs, 7 additional I/O card slots,
4 protection card slots

AMGW0L01 Protection box »

NOTE » These models are also available with DC voltage (8 inputs/8 outputs or CRTU card)

Galileo W

Power Supply 24VAC

Voltage output 24VAC

Discrete Inputs On/Off

Analog Inputs 4-20mA

I/O cards

8 Inputs/16 outputs;
24 outputs; 16 analogs.
Wire RTU adaptor; one-way radio 
RTU adaptor (Gal1Way); two-way 
radio RTU adaptor (Gal2Way)

AC Models

DC Models

Power Supply 12DC

Consumption
Approx. 150mA
(when display is switched off)

Volatge output 12VDC latching

Discrete Inputs On/Off

I/O cards

8 Inputs/8 outputs;
Wire RTU adaptor; one-way radio 
RTU adaptor (Gal1Way); two-way 
radio RTU adaptor (Gal2Way)
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S/N
AMC0131
AMC0133
AMC0132

Cards »
8 inputs/16 outputs
24 outputs
16 analog inputs

AMC0137
AMC0139
AMC0117

CRTU Adaptor
RRTU 1 way
RRTU 2 way

AMTR1G01
AMTR3G01

Power supply »
Trafo 220/24
Trafo 110/24

AMLP0L02
AMLP0L01
AMPL0L03
AMRC0L01

Lightning protection card »

8 inputs/16 outputs
24 AC outputs
16 analog inputs
CRTU

AMCM6L11 Communication card » L485

NOTE »  Cards match all models
              Protection to CRTU - outdoor protection

S/N

AMGW6S16 Galileo 16W 24VAC » Small casing, 16 AC outputs, 8 digital inputs, 8 analog inputs

AMCA0W16 Protection box »

AMGW6S32 Galileo 32W 24VAC » Small casing, 32 AC outputs, 8 digital inputs, 14 analog inputs

AMCA0W32 Protection box »

Non Modular Galileo Models

Software Features - 
Open Field

§§ Pipe lines + main valves (up to 50)
§§ Irrigation valves (up to 200)
§§ Water meters (up to 100)
§§ Fertilizer system-

* local fertilizer pump (up to 40),
* fertilizer center (up to 8)

§§ Pump houses (up to 5)
§§ Virtual water meters (up to 20)
§§ Pause element (up to 20)
§§ Mixing junction (up to 4)

Software Features - 
Green house
Elements that can 
be operated by the 
irrigation system

§§ One irrigation head including: 
main valve, water pump, main 
fert, etc

§§ Up to 100 valves
§§ Up to 8 fertilizer pumps
§§ Up to 5 fert. Selectors
§§ Up to 10 filters
§§ Up to 20 drainage sampling 

outputs
§§ Up to 40 misting valves
§§ Additional elements

The irrigation system 
inputs includes

§§ One water meter
§§ 8 fertilizer meters
§§ Up to 80 sensors
§§ Special mixer inputs
§§ Special mixing and recycling 

inputs

Item Package 
Dimensions in cm

Product
weight in KG

Galileo W 52.4x40.5x37 15

Galileo Wexx 89x52.4x37 22-27 Galileo 16W 

Power Supply 24VAC

Voltage output 24VAC

Discrete Inputs On/Off

Analog Inputs 4-20mA

I/O cards

8 Inputs/16 outputs;
24 outputs; 16 analogs.
Wire RTU adaptor; one-way radio 
RTU adaptor (Gal1Way); two-way 
radio RTU adaptor (Gal2Way)

Power Supply 12DC

Consumption
Approx. 150mA
(when display is switched off)

Volatge output 12VDC latching

Discrete Inputs On/Off

I/O cards

8 Inputs/8 outputs;
Wire RTU adaptor; one-way radio 
RTU adaptor (Gal1Way); two-way 
radio RTU adaptor (Gal2Way)
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Cable RTU
S/N Product Notes

AMRC0F02 CRTU 2 »
2 outputs
4 digital inputs

AMRC0F04 CRTU 4 »
4 outputs
8 digital inputs
4 analog inputs

AMRC0F06 CRTU 6 »
6 outputs
12 digital inputs
4 analog inputs

AMRC0F08 CRTU 8 »
8 outputs
16 digital inputs
8 analog inputs

Remote Terminal Units (RTUs) are compatible with Galcon’s Galileo family of products and are used on 
sites where long distances exist between the controller and field based elements. RTUs allow for the 
remote operation of valves, pumps, filter stations, fertilizers and more and for retrieval of data from water 
meters and various sensors.  RTUs are available in two versions: cable or wireless. Both versions bridge 
long distances between controller and the field.  
Gal2Way is a battery-powered radio (wireless) RTU that allows for both the remote operation of valves, 
pumps, filter stations, fertigation and more and for the retrieval of data from water meters and various 
sensors. Operating in non-licensed frequencies, the frequency hopping, automatic routing and repeater 
techniques allow for a reliable and robust communication solution.
Gal1Way is a battery-operated radio (wireless) TRU that allows for remote operation of valves, pumps, 
filter stations, fertigation and more. Galcon’s Gal1Way is used in areas where there is no requirement to 
retrieve data from the field.
CRTU is a also known as Cable RTU and it allows for both the remote operation of valves, pumps, 
filter stations, fertigation and more and for the retrieval of data from water meters and various sensors.  
CRTUs utilizes high-quality multi-strand communication cable that can be spliced in many directions to 
provide sufficient coverage for the most complex field based applications.

RTU Galileo: Remote unit RTU

S/N Product Notes

AMRC0F10 CRTU 10 »
10 outputs
20 digital inputs
8 analog inputs

AMRC0F12 CRTU 12 »
12 outputs
24 digital inputs
12 analog inputs

AMRC0F16 CRTU 16 »
16 outputs
32 digital inputs
16 analog inputs

AMRC0L01 Lightning protection
for CRTU »
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G2W

Gal1way RRTU
S/N Product Notes

AMRR0U22 RRTU-AP 2 outputs » std.freq.445.3625MHz

AMRR0U24 RRTU-AP 4 outputs » std.freq.445.3625MHz

AMRR0S01 SRT - serial radio transmitter » std.freq.445.3625MHz

AI0802 Portable programmer for RRTU »

Gal2way RRTU 
S/N Product

AMGR0D04 G2W RTU 915 big transceiver 4 outputs 4.5 meters »

AMGR0D08 G2W RTU 915 big transceiver 8 outputs 4.5 meters »

AMGR0D14 G2W RTU 433 big transceiver 4 outputs »

AMGR0D18 G2W RTU 433 big transceiver 8 outputs »

AMGR0R00 G2W  repeater 915 »

AMGR0R10 G2W  repeater 433 »

AMRR2S10 G2W  RADIO CONCENTRATOR 915 »

AMRR2T10 G2W  RADIO CONCENTRATOR 433 »
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Fertijet 

Optional
S/N

AMFI1B50 1 fertilizer pump assembly, 350L/H 50Hz »

AMFA1610 1 adjustable fertilizer flow-meter for 160L/H »

AMFA1G20 1 adjustable fertilizer flow-meter for 40 - 400L/H »

Electric valves

Installed on the entrance of the 
machine. Fully open/closed.
Connected to the controller.
Controlled by the controller.

Controller
Calculates the required injection 
rate and operates the solenoid 
accordingly

Changing rate 1-2 second working/pausing time

Flow meter

Transparent conic tube with a ball 
inside that rises according to the 
momentary flow rate of the fertilizer.
Includes a small valve for adjustment 
of the flow rate.

Fertimeter (optional) Sends pulses to the controller

Fertilization According to volume

Hydraulic valve
Normally closed to prevent leakage 
of fertilizer into the empty line when 
the system is idle

Galcon’s Fertijet is unique bypass fertigation machine with direct injection that is designed to help maximize 
the application efficiency of fertilizers and acids with user-friendly on board or remote programming. 
The integrated sensors monitor and regulate EC and pH levels and precision venturi injectors provide 
accurate control. Each Fertijet is equipped with a Galileo or Galstar controllers - both of which are highly 
customizable to let the grower manage irrigation and fertigation from the same machine.

Fertijet 50Hz S/N AI0303

medium pressure (up to 4 bar)
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Fertijet

Item Package 
Dimensions in cm

Product
weight in KG

Fertijet 120x100x160 130

Optional
S/N

AMFI3H50 1 fertilizer pump assembly, 1200L/H 50Hz »

AMFI1H50 1 fertilizer pump assembly, 350L/H 50Hz »

AMFA1H30 1 adjustable fertilizer flow-meter for 180-1600LH »

Fertijet Includes:

§§ 1 booster pump and control panel:

2.5HP, 3Ph, 380V, 50Hz

§§ Pressure sustaining valve

§§ 3 fertilizer pump assembly, 350L/H, 50Hz

§§ 1 adjustable fertilizer flow-meter for 160L/H

§§ 2 adjustable fertilizer flow-meter for 400L/H

§§ 3 hydraulic valve for fertilizer ¾”

§§ EC/pH measuring assembly with electrodes (low pressure)

§§ EC/pH calibration solution set (3 bottles)

NOTES »
§§ The Fertijet can be expanded up to 5 fertilizer pumps
§§ This product is available also in 60Hz

Fertijet High-Flow 50Hz

S\N - A10302

§§ 1 booster pump and control panel:

7.5HP, 3Ph, 380V, 50Hz

§§ 2 fertilizers pump assembly, 1200L/H, 50Hz for Fertijet HF

§§ 1 fertilizers pump assembly, 350L/H, 50Hz

§§ 2 adjustable fertilizer flow-meter for

§§ 180-1600LH for Fertijet HF

§§ 1 adjustable ½” valve for regulation assembly

§§ EC/pH measuring assembly with electrodes for Fertijet HF

§§ EC/pH calibration solution set (3 bottles)

§§ 3 hydraulic valve for fertilizer ¾”

NOTES »
§§ The Fertijet can be expanded up to 4 fertilizer pumps 
§§ 1200L/H + 1 fertilizer pump 350L/H
§§ This product is available also in 60Hz
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Galcon’s Fertidozer is a manually operated fertilizer machine that allows the grower to “set and forget” 
fertilizer and acid levels with the use of manually adjusted fertilizer flow valves. The Fertidozer is highly 
customizable to meet each grower’s specific needs.

Fertidozer 50Hz

S\N - A10501

The Fertilizer pumps are not equipped with the electric fertilizer valve.

Fertidozer Includes: 

§§ 1 booster pump and control panel (DZ):

§§ 2.5HP, 3Ph, 380V, 50Hz

§§ 1 fertilizer pump assembly, 350L/H, 50Hz for Fertidozer

§§ 1 fertilizer pump assembly,

§§ 1200L/H, 50Hz for Fertidozer

§§ 1 adjustable fertilizer flow-meter

§§ for 40-400L/H

§§ 1 adjustable fertilizer flow-meter

§§ for 180-1600LH for Fertidozer

§§ Pressure sustaining valve

NOTE »
§§ This product is available also in 60Hz

Fertidozer

Optional
S/N

AMFI1D01 1 fertilizer pump assembly, 350L/H 50Hz for Fertidozer »

AMFI3D01 1 fertilizer pump assembly, 1200L/H 50Hz for Fertidozer »

AMFA1G20 1 adjustable fertilizer flow-meter for 40-400L/H »

AMFA1D30 1 adjustable fertilizer flow-meter for 180-1600LH for Fertidozer »

Electric valves

Installed on the entrance of the 
machine.
Fully open/closed.
Connected to the controller.
Controlled by the controller.

The controller
Calculates the required injection rate 
and operates the solenoid accordingly

Changing rate 1-2 second working/pausing time

Flow meter

Transparent conic tube with a ball 
inside that rises according to the 
momentary flow rate of the fertilizer. 
Includes a small valve for adjustment 
of the flow rate.

Fertimeter (optional) Sends pulses to the controller

Fertilization According to volume

Hydraulic valve
Normally closed to prevent leakage of 
fertilizer into the empty line when the 
system is idle

Item Package 
Dimensions in cm

Product
weight in KG

Fertidozer 120x100x160 100
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The discovery of agriculture was the first
   big step toward civilized life
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Galcon’s Fertigal is a complete irrigation head in one machine that also features an inline fertigation with 
direct injection that is designed to help maximize the application efficiency of fertilizers and acids with 
user-friendly on board or remote programming. The integrated sensors monitor and regulate EC and pH 
levels and precision venturi injectors provide accurate control. Each Fertigal is equipped with a Galileo 
or Galstar controllers – both of which are highly customizable to let the grower manage irrigation and 
fertigation from the same machine.

Fertigal 50Hz

S\N - A10101

Fertigal without controller up to 25 M3/H for medium pressure (up to 4 bar)

Fertigal including:

§§ 1 booster pump and control panel:

§§ 2.5HP, 3Ph, 380V, 50Hz

§§ 3 fertilizer pump assembly, 350L/H, 50Hz

§§ 1 adjustable fertilizer flow-meter for 160L/H

§§ 2 adjustable fertilizer flow-meter for 400L/H

§§ 3 hydraulic valve for fertilizer ¾”

§§ EC/pH measuring assembly with electrods (low pressure)

§§ EC/pH calibration solution set (3 bottles)

§§ Hydrometer with electric pulse

§§ Pressure switch for water inlet

§§ Pressure switch for booster protection

§§ Pressure gauge

§§ Plastic filter

§§ Pressure sustaining valve

§§ Service valve

NOTES »
§§ The Fertigal can be expanded up to 8 fertilizer pumps  according to application and booster pump
§§ This product is available also in 60Hz

Fertigal
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Optional
S/N

AMFI1B50 1 fertilizer pump assembly, 350L/H 50Hz »

AMFA1G10 1 adjustable fertilizer flow-meter for 160L/H »

AMFA1G20 1 adjustable fertilizer flow-meter for 40 - 400L/H »

AMFI2B50 Double Fertilizer pump assembly, 2x350L/H 50Hz »

Fertigal

Size models 
S/N

A10101 Fertigal 1” »
Supplied with water meter and main valve 
Up to 6 cubic meters per hour
Supplied only with fertilizer flow meter 160L/H

A10102 Fertigal 2” »
Supplied with hydrometer 2”+ filter 2”
Up to 25 cubic meters per hour

A10103 Fertigal 3” »
Supplied with hydrometer 3” + Filter 3” with metal support
Up to 50 cubic meters per hour

A10104 Fertigal 4” »
Supplied with hydrometer 4” + Filter 4”
Up to 80 cubic meters per hour
Supplied with 2 fertilizer 700L/H + 1x350L/H

A10109 Mini fertigal 2” »
supplied with hydrometer 2”+ filter 2” 
Up to 25 cubic meters per hour

Electric valves

Installed on the entrance of the 
machine.
Fully open/closed.
Connected to the controller.
Controlled by the controller.

The controller
Calculates the required injection 
rate and operates the solenoid 
accordingly

Changing rate 1-2 second working/pausing time

Flow meter

Transparent conic tube with a ball 
inside that rises according to the 
momentary flow rate of the fertilizer. 
Includes a small valve for adjustment 
of the flow rate.

Fertimeter (optional) Sends pulses to the controller

Fertilization According to volume

Hydraulic valve
Normally closed to prevent leakage 
of fertilizer into the empty line when 
the system is idle

Item Package 
Dimensions in cm

Product
weight in KG

Fertigal 170x140x160 220
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Galcon’s Fertimix is a complete irrigation head in one machine with an integrated mixing tank that 
features exceptional inline fertigation precision with direct injection that is designed to help maximize 
the application efficiency of fertilizers and acids with user-friendly on board or remote programming. 
The integrated sensors monitor and regulate EC and pH levels and precision venturi injectors provide 
accurate control. Each Fertimix is equipped with a Galileo controller and is highly customizable to let the 
grower manage irrigation and fertigation from the same machine.

Fertimix without controller up to 22 M3/H for medium pressure (up to 3.5 bar)

Fertimix including: 

§§ Water pump

§§ Polyethylene tank

§§ Hydrometer with electric pulse

§§ 3 fertilizer pump assembly, 350L/H, 50Hz

§§ 1 adjustable fertilizer flow-meter for 160L/H

§§ 2 adjustable fertilizer flow-meter for 400L/H

§§ 3 hydraulic valve for fertilizer ¾”

§§ Inlet valve and main outlet valve

§§ Water level sensor

§§ Pressuer gauge

§§ EC/pH measuring assembly with electrods (low pressure)

§§ EC/pH calibration solutions set (3 bottles)

NOTES »
§§ The Fertimix can be expanded up to 8 fertilizer pumps
§§ This product is available also in 60Hz

Fertimix

Electric valves

Installed on the entrance of the 
machine.
Fully open/closed.
Connected to the controller.
Controlled by the controller.

Controller
Calculates the required injection rate 
and operates the solenoid accordingly

Changing rate 1-2 second working/pausing time

Flow meter

Transparent conic tube with a ball 
inside that rises according to the 
momentary flow rate of the fertilizer. 
Includes a small valve for adjustment 
of the flow rate.

Fertimeter (optional) Sends pulses to the controller

Fertilization
According to volume, Hydraulic 
valve

Hydraulic valve
Normally closed to prevent leakage 
of fertilizer into the empty line when 
the system is idle
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Optional
S/N

AMFI1B50 1 fertilizer pump assembly, 350L/H 50Hz »

AMFA1G10 1 adjustable fertilizer flow-meter for 160L/H »

AMFA1G20 1 adjustable fertilizer flow-meter for 40-400L/H »

AMFI2B50 Double fertilizer pump assembly, 2x350L/H 50Hz »

Size models
S/N

A10201 Fertimix 1” »
Supplied only with fertilizer flow meter 160L/H, Up to 6 cubic meters 
per hour, 100 liter tank, Water pump 4HP

A10202 Fertimix 2” » Up to 22 cubic meters per hour, 200 liter tank, Water pump 5.5HP

A10203 Fertimix 3” » Up to 35 cubic meters per hour, 300 liter tank, Water pump 12HP

A10204 Fertimix 3” H.F 60 M3/H »
Supplied with 2 double fertilizer pump 350L/H and,
1 single fertilizer pump 350L/H, Up to 60 cubic meters per hour,
500 liter tank Water pump 15HP

Item Package Dimensions in cm Product
weight in KG

Fertimix 175x110x160 / 170x140x160 /
220x145x160 250 / 350 / 550 Fertimix
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3 way hydraulic solenoid 2 wire / 3 wire DC latch.

3 way hydraulic solenoid 2 wire DC pulse on aluminum strip with hydraulic connectors.

CV-600

CV-600 on Bar 2 wire

S/N Product

GAV3SHE62P0 CV-602 2 wire CV-602 » 2 wire 80cm cable

GAV3SGE62P0 CV-603  3 wire CV-603 » 3 wire 80cm cable

S/N Product

GAV3SHE62R1 CV-602 on bar 2 wire 1 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R2 CV-602 on bar 2 wire 2 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R3 CV-602 on bar 2 wire 3 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R4 CV-602 on bar 2 wire 4 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R5 CV-602 on bar 2 wire 5 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R6 CV-602 on bar 2 wire 6 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R7 CV-602 on bar 2 wire 7 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R8 CV-602 on bar 2 wire 8 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62R9 CV-602 on bar 2 wire 9 CV-602 » 2 wire, DC solenoid on bar

GAV3SHE62RB CV-602 on bar 2 wire 10 CV-602 » 2 wire, DC solenoid on bar

CV-602 CV-603

CV-602 1 on bar CV-602 2 on bar
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3 way hydraulic solenoid 3 wire DC pulse on aluminum strip with hydraulic connectors.

CV-600 on Bar 3 wire

S/N Product

GAV3SGE62R1 CV-603 on bar 3 wire 1 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R2 CV-603 on bar 3 wire 2 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R3 CV-603 on bar 3 wire 3 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R4 CV-603 on bar 3 wire 4 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R5 CV-603 on bar 3 wire 5 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R6 CV-603 on bar 3 wire 6 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R7 CV-603 on bar 3 wire 7 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R8 CV-603 on bar 3 wire 8 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62R9 CV-603 on bar 3 wire 9 CV-603 » 3 wire, DC solenoid on bar

GAV3SGE62RB CV-603 on bar 3 wire 10 CV-603 » 3 wire, DC solenoid on bar

Product material Plastic consisting of reinforced nylon

Seals EPDM

Metals Stainless steel

Electrical 
connections

80 cm. PVC cable, 24 AWG

Command
N.O/N.C - according to electrical 
connection of wire

Dimensions
Height 103 mm x Width 42 mm x 
Lenghth 44 mm

Weight 178.4 gr.

CV-602 6 on bar CV-602 10 on bar
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Accessories
Climate sensors

S/N Product

AMMS0B01

Complete weather station includes:
radiation sensor
wind speed sensor
wind direction sensor
Rain meters - Digital input

AMGS0R01 Solar radiation sensor t.a.r

AMMS0S12 Global radiation sesnsor 

AMTS2A01 Temp./Hum. sensor (dry/wet) in metal ventilated cell (24V)

AMTS2A02 Temp./Hum. sensor (electronic) in metal ventilated cell (24V)

AMTS0A11 Temp. sensor PT-100 with radiation shield

AMTS0A01 Temp. sensor for air PT-100 with connection box

 weather station

S/N Product

AMTS0S01 Temp. sensor PT-100 for substrate

AMTS0W01 Temp. sensor assembly for hot water (1/2” thread)

AMTS0S02 Temp. sensor PT-100 for substrate waterproof

AF0802 Electronic humidity sensor (4-20mA)

AF0403 Wind speed sensor A 75-104 

AF0402 Wind direction analog sensor

AMGS0G01 Rain sensor assembly

AMGS0F01 Photoelectric cell (assembly)

AMCO1C02 CO2 controller / monitor
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S/N Product

AMEC0B01 EC/pH monitor - 3050 (without electrodes)

AMEC2B01 EC/pH measuring unit low pressure with electrodes

AMEC2B11 EC/pH measuring units high pressure with electrodes

AMEC2I01 EC/pH measuring assembly low pressure for fertigation systems

AMEE0L01 EC electrode

AMEP0L01 pH electrode

AMEE0H01 EC electrode 7 bar

AMEP0H01 pH electrode 6 bar

AMBL0A01 EC 1.4/pH calibration solution set (3 bottles)

AMBL0A02 EC 5.0/pH calibration solution set (3 bottles)

Irrigation and Fertigation sensors 

S/N Product

AMTG0A07 TENSIOMETER 0-10V 30 cm assembly 

AMTG0A08 TENSIOMETER 0-10V 60 cm assembly 

AMTG0A09 TENSIOMETER 0-10V 90 cm assembly 

AMTG0A17 TENSIOMETER 4-20mA 30 cm assembly 

AMTG0A18 TENSIOMETER 4-20mA 60 cm assembly 

AMTG0A19 TENSIOMETER 4-20mA 90 cm assembly 

AMTG0A27 TENSIOMETER 0-10V 30cm assembly for substrate

AMTG0A28 TENSIOMETER 0-10V 60cm assembly for substrate

AMTG0A29 TENSIOMETER 0-10V 90 cm assembly for substrate

AMTG0A37 TENSIOMETER 4-20mA 30cm assembly for substrate

AMTG0A38 TENSIOMETER 4-20mA 60cm assembly for substrate

AMTG0A39 TENSIOMETER 4-20mA 90cm assembly for substrate

AF0600 Water level transducer 4-20mA / 0-10meter

AF0307 Water pressure transducer 4-20mA / 0-10 bar

AF0801 Soil moisture sensor (sms) 4-20mA
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S/N Product

AMSW0003 GalStar PC software - usb

AMSW0004 Gallieo & GalStar PC software - usb

AMCS0422 Alarm messenger assembly including cellular modem

AMCM6L01 Communication interface L485 24VAC

AMCM1L01 Communication interface L485 220

AMCM3L01 Communication interface L485 110

AMCM6L11
Galileo communication adaptor L485
(the card is inside the controller)

AMCS0413 "GAL CELL" assembly GPRS package modem and software

AMMC3512 RADIO MODEM 900MHz CONTROLLER SIDE - DIRECTIONAL

AMMC3513 RADIO MODEM 900MHz PC SIDE - OMNI DIRECTIONAL

AMCS0421 Dial up cellular modem communication assembly

NOTE » User should buy sim card

Green house ,climate irrigation, PC controller

Software and Communication
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